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Features

•	 Light weight and portable.
•	 4-way/3-position tandem centre manual valve.
•	 Advance, hold and return functions.
•	 Bleed down valve to allow controlled pressure 

release.
•	 3.1m remote motor control.
•	 Fully customisable to meet your site 

requirements including larger tank sizes.

Specifications

Motor:		 0.84 kW / 220 V / 50 Hz / 1P
		  15 A / 12000 rpm
Pump:		 0-700 bar / 11.5-0.92 L/min
Reservoir:	 8.6 L (Usable)
Oil:		  ISO 46
Dimensions:	 391mm x 241mm x 550mm
Weight:	 23kg (Dry)
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Part No. Description
IHS-GAUGE-ANA-4 4” Analogue Gauge
IHS-GAUGE-ANA-6 6” Analogue Gauge
IHS-GAUGE-DIG Digital Gauge
IHS-OIL-4 4L ISO 46 Standard Hydraulic Oil
IHS-QA-06M-06M Quick action coupler - 3/8” Male body / 3/8” NPT Male thread
IHS-QA-06F-06M Quick action coupler - 3/8” Female body / 3/8” NPT Male thread
IHS-QA-06-CAP Quick action coupler protection cap - 3/8”
IHS-QA-06-PLUG Quick action coupler protection plug - 3/8”
IHS-PE554-CASTORS 2” Castor Wheels (Qty 4)

Accessories / Spares
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MEG DS 008 C

IHS - PE554 - -

BD - (Bleed Down) M (Male)

Option F (Female

‘B’ Port Coupler

M (Male)

F (Female) M (Male)

Gauge Port Coupler F (Female

‘A’ Port Coupler

Ordering Information


