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Features

•	 Single acting design, spring return
•	 Chrome plated rod
•	 Rod wiper to reduce contamination and extend 

cylinder life
•	 Hardened load cap with grooves
•	 Quick action female coupler with dust-proof 

cap
•	 Easy mounting with base mounting holes, 

collar thread and internal rod thread
•	 Enamel	finish	to	protect	against	corrosion
•	 700 bar maximum working pressure

Range

Capacity: 5-95T
Stroke: 25-362mm

Optional Features

•	 NATA force calibration

If	you	require	a	specific	capacity	or	stroke	we	
can design and manufacture to your exact 
requirements.
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Part No. Description
IHS-SS-_ _ _ _-SK IHS Single Acting Cylinder Seal Kit

(eg. 30T Seal Kit - IHS-SS-0030-SK)
IHS-GAU-A-6 6” Analogue Gauge
IHS-QA-06M-06GM Quick action coupler - 3/8” Male body / 3/8” BSPP Male thread
IHS-QA-06F-06GM Quick action coupler - 3/8” Female body / 3/8” BSPP Male thread
IHS-QA-06-CAP Quick action coupler protection cap - 3/8”
IHS-QA-06-PLUG Quick action coupler protection plug - 3/8”

Accessories / Spares
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Quick Selection Chart
Part No. Tonn-

age 
(T)

Stroke 
(mm)

Max 
Capacity 

(kN)

Effective 
Area 
(cm2)

Oil 
Volume 

(cm3)

L1
(mm)

L2
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

Weight
(kg)

IHS-SS-0005-01 5 25 49 7.07 18 110 135 40 30 25 1

IHS-SS-0005-03 76 54 165 241 1.6

IHS-SS-0005-05 127 90 215 342 2

IHS-SS-0005-07 177 125 273 450 2.6

IHS-SS-0005-09 232 164 323 555 3.1

IHS-SS-0010-02 10 54 111 15.90 86 121 175 59 45 35 2.3

IHS-SS-0010-04 105 167 171 276 3

IHS-SS-0010-06 156 248 247 403 4.1

IHS-SS-0010-08 203 323 298 501 5.8

IHS-SS-0010-10 257 409 349 606 6.6

IHS-SS-0010-12 304 483 400 704 7.5

IHS-SS-0010-14 356 566 450 806 8.3

IHS-SS-0015-01 15 25 149 21.24 53 124 149 70 52 42 3.5

IHS-SS-0015-02 51 108 149 200 4

IHS-SS-0015-04 101 214 200 301 5

IHS-SS-0015-06 152 323 271 423 7

IHS-SS-0015-08 203 431 322 525 8

IHS-SS-0015-10 254 539 373 627 9

IHS-SS-0015-12 305 648 423 728 10

IHS-SS-0015-14 356 756 474 830 11

IHS-SS-0025-01 25 26 232 33.18 86 139 165 85 65 56 6

IHS-SS-0025-02 50 166 165 215 7

IHS-SS-0025-04 102 338 215 317 8

IHS-SS-0025-06 158 524 273 431 10

IHS-SS-0025-08 210 697 323 533 12

IHS-SS-0025-10 261 866 374 635 14

IHS-SS-0025-12 311 1032 425 736 15

IHS-SS-0025-14 362 1201 476 838 17

IHS-SS-0030-02 30 50 293 41.85 209 228 278 101 73 60 13

IHS-SS-0030-04 100 419 278 378 16

IHS-SS-0030-08 209 875 387 596 19

IHS-SS-0030-12 300 1256 478 778 27

IHS-SS-0050-02 50 51 496 70.88 361 176 227 127 95 80 15

IHS-SS-0050-04 101 716 227 328 19

IHS-SS-0050-06 159 1127 282 441 23

IHS-SS-0050-13 337 2389 460 797 37

IHS-SS-0075-06 75 156 727 103.87 1620 285 441 150 115 100 33

IHS-SS-0075-13 333 3459 492 825 54

IHS-SS-0095-06 95 168 929 132.73 2230 357 525 177 130 112 59

IHS-SS-0095-10 260 3451 449 709 72 I
H

S
 

J
A

C
K

I
N

G
 

E
Q

U
I

P
M

E
N

T



P: +61 3 9645 1522 | E: mail@mcmillaneng.com.au | W: www.mcmillaneng.com.au

3 of 3
MEG DS 036 A

Part No. D4
(mm)

L3
(mm)

D5 L4
(mm)

L5
(mm)

D6
(mm)

D7 L6
(mm)

D8 L7

IHS-SS-0005-01 25 6 3/4"-
16 UN

14 22 25 1/4"-20 
UNC

6 1 1/2"-
16 UN

28

IHS-SS-0005-03 22

IHS-SS-0005-05 22

IHS-SS-0005-07 22

IHS-SS-0005-09 22

IHS-SS-0010-02 35 6 1"-8 
UN

19 19 39 5/16"-
18 UNC

12 2 1/4"-
14 UN

28

IHS-SS-0010-04 19

IHS-SS-0010-06 20

IHS-SS-0010-08 22

IHS-SS-0010-10 22

IHS-SS-0010-12 22

IHS-SS-0010-14 22

IHS-SS-0015-01 38 9 1"-8 
UN

25 20 47 3/8"-16 
UNC

12 2 3/4"-
16 UN

30

IHS-SS-0015-02 20

IHS-SS-0015-04 20

IHS-SS-0015-06 25

IHS-SS-0015-08 25

IHS-SS-0015-10 25

IHS-SS-0015-12 25

IHS-SS-0015-14 25

IHS-SS-0025-01 50 10 1 1/2"-
16 UN

25 25 58 1/2"-13 
UNC

19 3 5/16"-
12 UN

49

IHS-SS-0025-02 25

IHS-SS-0025-04 25

IHS-SS-0025-06 39

IHS-SS-0025-08 39

IHS-SS-0025-10 39

IHS-SS-0025-12 39

IHS-SS-0025-14 39

IHS-SS-0030-02 50 10 1 1/2"-
16 UN

25 36 70 1/2"-13 
UNC

19 3 7/8"-
12 UN

49

IHS-SS-0030-04 36

IHS-SS-0030-08 36

IHS-SS-0030-12 36

IHS-SS-0050-02 - - - - 33 95 1/2"-13 
UNC

19 5"-12 
UN

55

IHS-SS-0050-04 33

IHS-SS-0050-06 33

IHS-SS-0050-13 33

IHS-SS-0075-06 - - - - 41 110 1/2"-13 
UNC

19 5 3/4"-
12 UN

44

IHS-SS-0075-13 41

IHS-SS-0095-06 - - - - 41 139 3/4"-10 
UNC

25 6 7/8"-
12 UN

44

IHS-SS-0095-10 41

Installation Chart


