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Features

•	 Single acting design, load return
•	 Mechanical lock ring for extended load holding
•	 Overflow port to restrict stroke
•	 Spherical load cap
•	 Q/A Coupler with dust-proof cap
•	 Lifting eye mounting points
•	 Enamel finish
•	 700 bar maximum operating pressure

Range

Capacity:	 50-800T
Stroke:	 50-300mm

Optional Features

•	 NATA force calibration

If you require a specific capacity or stroke we 
can design and manufacture to your exact 
requirements. Custom designed double acting 
versions also available.
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Part No. Description
IHS-SN-_ _ _ _-SK IHS Single Acting Lock Nut Cylinder Seal Kit

(eg. 150T Seal Kit - IHS-SN-0150-SK)
IHS-GAU-A-6 6” Analogue Gauge
IHS-QA-06M-06GM Quick action coupler - 3/8” Male body / 3/8” BSPP Male thread
IHS-QA-06F-06GM Quick action coupler - 3/8” Female body / 3/8” BSPP Male thread
IHS-QA-06-CAP Quick action coupler protection cap - 3/8”
IHS-QA-06-PLUG Quick action coupler protection plug - 3/8”

Accessories / Spares
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Specification Chart
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Part No. Tonn-
age 
(T)

Stroke 
(mm)

Max 
Capacity 
(kN)

Effective 
Area 
(cm2)

Oil 
Volume 

(cm3)

L1
(mm)

L2
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

L3
(mm)

D4
(mm)

A1 L5
(mm)

Weight
(kg)

IHS-SN-0050-02 50 50 550 78.54 393 160 210 140 100 Tr99x4 6 90 5° 24 18

IHS-SN-0050-04 100 785 215 315 25

IHS-SN-0050-06 150 1178 275 425 33

IHS-SN-0050-08 200 1571 347 547 41

IHS-SN-0050-12 300 2356 447 747 53

IHS-SN-0100-02 100 50 1078 153.94 770 170 220 180 140 Tr139x6 8 130 5° 26 34

IHS-SN-0100-04 100 1539 257 357 50

IHS-SN-0100-06 150 2309 312 462 61

IHS-SN-0100-08 200 3079 370 570 73

IHS-SN-0100-12 300 4618 470 770 93

IHS-SN-0150-02 150 50 1407 201.06 1005 209 259 210 160 Tr159x6 9 160 5° 49 56

IHS-SN-0150-04 100 2011 259 359 70

IHS-SN-0150-06 150 3016 309 459 83

IHS-SN-0150-08 200 4021 359 559 97

IHS-SN-0150-12 300 6032 459 759 124

IHS-SN-0200-02 200 50 2199 314.16 1571 243 293 250 200 Tr199x6 10 186 5° 51 93

IHS-SN-0200-06 150 4712 343 493 131

IHS-SN-0200-12 300 9425 493 793 189

IHS-SN-0320-02 320 50 3436 490.87 2454 295 345 315 250 Tr249x6 11 236 5° 59 179

IHS-SN-0320-06 150 7363 395 545 240

IHS-SN-0320-12 300 14726 545 845 331

IHS-SN-0400-02 400 50 4008 572.56 2863 335 385 355 270 Tr269x6 11 145 5° 70 266

IHS-SN-0400-06 150 8588 435 585 345

IHS-SN-0400-12 300 17177 585 885 464

IHS-SN-0500-02 500 50 5630 804.25 4021 375 425 395 320 Tr319x6 11 306 5° 80 358

IHS-SN-0500-06 150 12064 475 625 454

IHS-SN-0500-12 300 24127 625 925 597

IHS-SN-0600-02 600 50 7125 1017.88 5089 395 445 450 360 Tr359x6 11 346 5° 85 490

IHS-SN-0600-06 150 15268 495 645 614

IHS-SN-0600-12 300 30536 645 945 800

IHS-SN-0800-02 800 50 8796 1256.64 6283 455 505 550 400 Tr399x6 11 386 5° 100 843

IHS-SN-0800-06 150 18850 555 705 1028

IHS-SN-0800-12 300 37699 705 1005 1306


