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Features

•	 Low height design for use where standard 
cylinders will not fit

•	 Single acting design, spring return
•	 Chrome plated rod
•	 Rod wiper to reduce contamination and extend 

cylinder life
•	 Grooved piston rod end with tapped mounting 

holes
•	 Quick action female coupler with dust-proof 

cap
•	 Enamel finish to protect against corrosion
•	 700 bar maximum working pressure

Range

Capacity:	 10-150T
Stroke:	 38-80mm

Optional Features

•	 NATA force calibration

If you require a specific capacity or stroke we 
can design and manufacture to your exact 
requirements.
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Part No. Description
IHS-SL-_ _ _ _-SK IHS Single Acting Low Height Cylinder Seal Kit

(eg. 30T Seal Kit - IHS-SL-0030-SK)
IHS-GAU-A-6 6” Analogue Gauge
IHS-QA-06M-06GM Quick action coupler - 3/8” Male body / 3/8” BSPP Male thread
IHS-QA-06F-06GM Quick action coupler - 3/8” Female body / 3/8” BSPP Male thread
IHS-QA-06-CAP Quick action coupler protection cap - 3/8”
IHS-QA-06-PLUG Quick action coupler protection plug - 3/8”

Accessories / Spares
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Quick Selection Chart
Part No. Tonnage 

(T)
Stroke 
(mm)

Max 
Capacity 

(kN)

Effective 
Area (cm2)

Oil 
Volume 

(cm3)

L1
(mm)

L2
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

L3
(mm)

Weight
(kg)

IHS-SL-0010-01 10 38 111 15.90 60 88 126 78 45 35 2 4

IHS-SL-0020-02 20 45 218 31.17 140 97 142 96 63 50 2 6.9

IHS-SL-0030-02 30 64 318 45.36 290 117 181 109 76 60 2 9.8

IHS-SL-0050-02 50 60 550 78.54 471 120 180 133 100 80 2 13.3

IHS-SL-0075-02 75 50 818 116.90 584 116 166 157 122 100 2 19

IHS-SL-0100-02 100 57 1078 153.93 877 141 198 176 140 112 2 24.5

IHS-SL-0150-02 150 51 1626 232.35 1185 141 192 215 172 145 2 42

IHS-SL-0150-03 150 80 1626 232.35 1859 170 250 215 172 145 2 50
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Part No. D4
(mm)

D5 L4
(mm)

L5
(mm)

IHS-SL-0010-01 26 M4 8 23

IHS-SL-0020-02 39 M5 8 23

IHS-SL-0030-02 39 M5 8 23

IHS-SL-0050-02 39 M5 8 24

IHS-SL-0075-02 55 M8 10 21

IHS-SL-0100-02 55 M8 10 31

IHS-SL-0150-02 55 M8 10 28

IHS-SL-0150-03 55 M8 10 28

Installation Chart


