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Features

•	 Single acting design, load return
•	 Ultra low profile to fit into tight cavities
•	 Mechanical lock ring for extended load holding
•	 Overflow port to restrict stroke
•	 Spherical load cap
•	 Q/A Coupler with dust-proof cap
•	 Lifting eye mounting points
•	 Enamel finish
•	 700 bar maximum operating pressure

Range

Capacity:	 60-520T
Stroke:	 45-50mm

Optional Features

•	 NATA force calibration

If you require a specific capacity or stroke we 
can design and manufacture to your exact 
requirements. Custom designed double acting 
versions also available.
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Part No. Description
IHS-SLN-_ _ _ _-SK IHS Single Acting Low Lock Nut Cylinder Seal Kit

(eg. 160T Seal Kit - IHS-SLN-0160-SK)
IHS-GAU-A-6 6” Analogue Gauge
IHS-QA-06M-06GM Quick action coupler - 3/8” Male body / 3/8” BSPP Male thread
IHS-QA-06F-06GM Quick action coupler - 3/8” Female body / 3/8” BSPP Male thread
IHS-QA-06-CAP Quick action coupler protection cap - 3/8”
IHS-QA-06-PLUG Quick action coupler protection plug - 3/8”

Accessories / Spares
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Specification Chart
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Part No. Tonn-
age 
(T)

Stroke 
(mm)

Max 
Capacity 
(kN)

Effective 
Area 
(cm2)

Oil 
Volume 

(cm3)

Weight
(kg)

IHS-SLN-0060-02 60 50 618 88.25 441 15

IHS-SLN-0100-02 100 50 1032 147.41 737 27

IHS-SLN-0160-02 160 45 1626 232.35 1046 45.5

IHS-SLN-0200-02 200 45 1999 285.62 1285 57

IHS-SLN-0260-02 260 45 2565 366.44 1649 74

IHS-SLN-0400-02 400 45 4008 572.56 2576 134

IHS-SLN-0520-02 520 45 5114 730.62 3288 188

Part No. L1
(mm)

L2
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

L3
(mm)

D4
(mm)

A1 L5
(mm)

IHS-SLN-0060-02 125 175 140 106 Tr104x4 6 96 5° 19

IHS-SLN-0100-02 137 187 180 137 Tr136x6 8 126 5° 21

IHS-SLN-0160-02 148 193 224 172 Tr171x6 9 160 5° 27

IHS-SLN-0200-02 155 200 245 190.7 Tr190x6 10 180 5° 30

IHS-SLN-0260-02 159 204 275 216 Tr215x6 11 200 5° 32

IHS-SLN-0400-02 178 223 350 270 Tr266x6 11 251 4° 41

IHS-SLN-0520-02 192 237 400 305 Tr304x6 10 289 3° 48


